
MCQ TYPE QUESTION 

Chapter 5 Advancement in Construction 

1.The principle of zero energy building to………… and on fossil fuels so that net energy consumption will 

be zero. 

a) increase carbon emission and reduce dependence 

b)reduce carbon emission and reduce dependence 

c) reduce carbon emission and increase dependence 

d) a, b option is wrong 

2.NZEB: A is ……………. 

a) a site renewable net energy building 

b) an off-site purchased renewable net zero energy building 

c) footprint renewable net zero energy building 

d) a and b 

3. ………………. is building with zero net energy consumption. 

a)zero energy building  

b) Natural energy building 

c)Conventional energy building 

d) None of above 

4.India’s first net zero building is…………………. 

a) Maharashtra paryavaran Bhawan 

b) Indira paryavaran Bhawan 

c) none of above 

5.A zero building produces…………. energy to meet its own annual energy consumption requirement. 

a) Solar energy 

b) Renewable energy 

c) Non-Renewable energy 

d) Net zero energy 

 



6. A green building is a structure that environmentally responsible and resource efficient throughout its 

life cycle is called as …………. 

a) Zero energy building 

b) Green building 

c) Maas housing 

d) Precast housing 

7. When number of houses is constructed to suit the requirement of population of an area or country, 

then it is termed as ……………. 

a) Green building 

b) Prefabricated housing 

c) Pre-engineered building 

d) Maas housing 

8. The building which are engineered at a factory and assembled at site are termed as ………… 

a) Pre-engineered building 

b) Conventional steel building 

c) Prefabricatedbuilding 

d) Precastbuilding 

9. Which one of the following is component of Pre-engineered building. 

a) Hollow core slabs 

b) Sandwich panels and primary frame 

c) Partition walls 

d) Foundation with precast concrete piles 

10.Which one of the following is not the type of Prefabricated home. 

a) Modular homes 

b) Manufactured homes 

c) Maas housing 

d) Mobile homes 

 

 



11.The warranty period of Pre-engineered building is ………. Years. 

a) 20 

b) 30 

c) 50 

d) 10 

12.The newly developed solar paints can absorb water vapour and split it to generate …………….making it 

one of the cleanest  source energy. 

a) Carbon  

b) Oxygen  

c) Hydrogen 

d) Nitrogen 

13.Which one of the following is the advantage of Pre-engineered building. 

a) Rusting 

b) High insulation cost 

c) Unattractive appearance 

d) Quality control   

14.The computer control sequential layering of material to create three dimensional shapes is 

called………. Printing. 

a) 2D 

b) 3D 

c) Effective printing 

d) Building printing 

15. …………… is Road printer can lay 400 yard of road per day. 

a) Grasshopper 

b) The tiger stone 

c) Christopher 207 

d) Alvonac 3D 

 

 



16. The world is short of how many dwelling quality houses to meet the need of population. 

a) 50 million 

b) 100 million 

c) 150 million 

d) 200 million 

17.What are the most commonly used methods of maas housing in construction industry. 

a) Precast housing 

b) Prefabricated housing 

c) Pre-engineered housing 

d) All of the above 

18.The ……………... involves the building material being deposited to create a large-scale 3D model with 

smooth surface finish. 

a) Road construction techniques 

b) Base insolation method 

c) Ground improvement techniques 

d) Contour crafting method 

19. …………… utilizes the force movement of fluid with damper. 

a) Viscous damper 

b) Friction damper 

c) Viscoelastic 

d) Metallic damper 

20.The ceramic solar roof tile by using principle of (BIPV) is developed and patented by …………….. 

a) Australian company,2010 

b) France,2007 

c) India,2008 

d) Dutch company,2012 

 

 

 



 

 

 

 


